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Starting Guide - Poseidon 1250 THset  
First measuring with Poseidon  unit  

 
 

Poseidon 1250 THset contains : 

 

 Poseidon model 1250 unit [600 006] 

 HTemp-485 temperature/humidity sensor 
[600 106] 

 ĂRJ45 MIDDLE sensorñ cable [600 233] 

 Door contact [600 119] 

 12V power adapter [600 080] 

 Printed Starting Guide 

 CD with documentation, manual and 
Software 

 
 
 

1) Poseidon  1250 connecting  
 

 Connect supplied cable ĂRJ45 MIDDLE cableñ to ñHTemp-485ñ:  
GND (-) = brown /white ,    Vcc (+) = brown  
RS485 (A) = (blue /white  + green),     RS485 (B) = (green /white  + blue ), 

 
 
 
 
 
Ӟ 
 
 
 
 
 
 
 

 Green POWER LED will light up 

 When Ethernet is working properly, green LINK LED lights up and flashes during data transfer 
(activity signalization).  

 

 

Connect Poseidon to Ethernet  (use direct 
cable to Switch, cross-cable to PC) 

Use terminal 1 and 2 to connect door sensors 

or other Dry Contact  sensors 

Connect power supply  via supplied cable to 
power connector of Poseidon 

Connect HTemp-485 
humidity and 
temperature sensor 
(Port3 ï RS-485). 
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2) IP address configuration  -  UDP Config  
 
Installation file of UDP Config is available in the main folder on supplied CD or can be downloaded 
from our webpage www.HW-group.com. Run UDP Config , the program automatically searches for 
connected devices. 
 

Ӟ  
 

ӞӞThe program searches for devices on your local network. The Poseidon identifies them according to 
MAC address which is printed on the label on bottom part of the device. 
 

Click on MAC address to open dialog window with basic device settings. 
 
Ӟ 

 Set up IP address  

 HTTP Port 

 Mask of your network 

 Gateway IP address  

 Device name - optional  
 

 
Notice :   Contact your administrator in case 
you do not know these details or you are not sure 
about them.  
 
 

ӞClick Apply Changes  button to save new values to 
the Poseidon. 
 
 
 
 

 
 
Note: To configure IP address you can use following programs as well 
 

 UDP Config ver sion for  Linux  

 Hercules  program (/Hercules.exe ) (UDP Setup or terminal to serial port) 

http://www.hw-group.com/
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 RS-232 serial port  (any terminal program 9600 8N1, DIP1=ON, restart) 
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3) Displaying and configuration of the Poseidon in web browser  

Enter device IP address to web browser or run UDP Config  and click on device IP address in list of 
found devices: 
 

 
 
 

Following WWW will open : 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Device IP address 

List of connected 
sensors, current 
values, alarm etc. 

Dry Contact state 

Graphic Flash Setup , 
see next page 

Link to supplier (configurable, 
see TCP Setup) 

SNMP MIB file, XML 
and XSD file, 
FirmWare update 
over TCP. 


